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DETAILED ACTION 

1 . Applicant's amendment dated January 29, 2007, responding to the November 
21, 2006 Office action provided in the rejection of claims 1-14, wherein claims 1-6 have 
been amended, claims 8-14 have been canceled, and new claims 15-28 have been 
added. 

Claims 1-7, and 15-28 remain pending in the application and which have been 
fully considered by the examiner. 

Applicant's arguments with respect to claims rejection have been fully considered 
but are moot in view of the new grounds of rejection - see Desmet et a/. f art made of 
record, as applied hereto. 

Applicant's amendment necessitated the new ground(s) of rejection presented in 
this Office action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). 
Applicant is reminded of the extension of time policy as set forth in 37 CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 
MONTHS of the mailing date of this final action and the advisory action is not mailed until 
after the end of the THREE-MONTH shortened statutory period, then the shortened 
statutory period will expire on the date the advisory action is mailed, and any extension 
fee pursuant to 37 CFR 1.136(a) will be calculated from the mailing date of the advisory 
action. In no event, however, will the statutory period for reply expire later than SIX 
MONTHS from the date of this final action. 
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Claim Rejections - 35 USC § 103(a) 

2. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for 
all obviousness rejections set forth in this office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as 
set forth in section 102 of this title, if the differences between the subject matter sought to be 
patented and the prior art are such that the subject matter as a whole would have been obvious at 
the time the invention was made to a person having ordinary skill in the art to which said subject 
matter pertains. Patentability shall not be negatived by the manner in which the invention was 
made 

3. Claims 1-3, 5, 7, 15-17, 19, 21-24, 26, and 28 are rejected under 35 
U.S.C. 103(a) as being unpatentable over Lehman et al. (US Patent 4,796,179) 
(hereinafter 'Lehman') in view of Desmet et al. 'Operating System based 
Software Generation for Systems-on-Chip\ 2000, ACM' (hereinafter 'Desmet' - 
art made of record) 

4. As to claim 1 (Currently Amended), Lehman discloses a method for 
developing a real-time operating system (Fig. 1; Col. 1, lines 46-48; Col. 4, lines 
63-68; Col. 5, lines 1-2), comprising: specifying a set of n tasks (Col. 1, lines 33- 
38), task(1) through task(n), to be scheduled for execution; synthesizing source 
code for controlling execution of the n tasks (Abstract, lines 8-14; Col. 3, lines 1- 
8; Col. 5, lines 5-12; Col. 135, lines 17-24). 

Lehman also discloses specifying a scheduling algorithm (Col.3, lines 36-39; Col. 
9, lines 56-61; Col. 32, lines 44-47; Col. 20, line 63 through Col. 21, line 20; 
Col.7, lines 29-32; Col. 16, lines 21-23; Col. 2, lines 36-39; Col. 9, lines 62-68; 
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Col. 10, lines 1-2; Col. 32, lines 5-54) for scheduling the execution of the set of/? 
tasks. 

Although Lehman discloses at least one of the task of the set of n tasks 
being selected as a preemptive or a non-preemptive task (Col. 9, lines 52-56; 
Col. 10, Lines 3-12; Col. 35, Lines 1-5; Col. 136, Lines 40-50); synthesizing 
source code to implement a task scheduler (Fig. 4, element 24; Fig. 24; Fig. 26; 
Col. 2, lines 36-39; Col. 3, lines 36-39; Col. 9, lines 56-61 ; Abstract, lines 20-25; 
Col. 10, lines 8-12) that uses the scheduling algorithm for controlling execution of 
said n tasks. 

But Lehman does not explicitly disclose the task of the set of n tasks being 
selectively configurable as a preemptive or a non-preemptive task; synthesizing 
source code with embedded commands to implement a task scheduler that uses 
the scheduling algorithm and the embedded commands for controlling execution 
of said n tasks. 

However, in an analogous art, Desmet discloses the task of the set of n 
tasks being selectively configurable as a preemptive or a non-preemptive task 
(Sec. 2.4 - How Is It Implemented, 1 st Para. - an internal object-oriented data 
structure is built at run-time, which stores the system configuration that is created 
using the API calls; this data structure can support analysis and synthesis 
(through code generation); synthesizing source code with embedded commands 
(Sec. 2.5.2, 1 st Para. - SoCOS provides a system-call soc_set_event_handler 
that defines a reactive process; Fig. 1 - example of an asynchronous model 
(source code); Fig. 2 - example of a reactive mode (source code)) to implement 
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a task scheduler that uses the scheduling algorithm and the embedded 
commands (Fig. 1 - Soc_sync_generator::run(); Fig. 2 - Soc_react::run(); Sec. 
2.5.1 - Asynchronous Models, 2 nd Para.; Sec. 2.5.2 - Reactive Models, 2 nd 
Para.; 5 th Para.; Sec. 2.5.3 - Synchronous Models, 2 nd Para.) for controlling 
execution of said n tasks. 

Therefore, it would have been obvious to one of ordinary skill in the art, at 
the time the invention was made to combine the teachings of Desmet into the 
Lehman's system to further provide the task of the set of n tasks being selectively 
configurable as a preemptive or a non-preemptive task; synthesizing source code 
with embedded commands to implement a task scheduler that uses the 
scheduling algorithm and the embedded commands for controlling execution of 
said n tasks in Lehman system. 

The motivation is that it would enhance the Lehman's system by taking, 
advancing and/or incorporating Desmet's system which is the fully committed 
software model containing all information to generate the RTOS-based 
application source code based on the system configurable attributes, and using 
RTOS system API call; the C++ SoCOS API library for system level design offers 
the designer with services analogous to an operating system in software design; 
real-time aspects can be gradually introduced without rewriting the code by 
adding implementation configurable attributes and using RTOS system API calls, 
and further elaborating the refinement steps lead from the system level model to 
embedded real-time software source code as once suggested by Desmet (Sec. 



Application/Control Number: 10/688,573 Page 6 

Art Unit: 2192 

2.4 - how is it implemented, 1 st Para.; Sec. 5.3 - embedded software generation, 
1 st Para.; Sec. 5.4 - results, 2 nd Para.; Sec. 6 - conclusion). 

5. As to claim 15 (news), Lehman discloses an apparatus for developing a 
real-time operating system comprising: a computer (Fig. 27 - multi-process 
controller, Lines 30-32); a computer readable medium in data communication 
with the computer (Col. 135, Line 15 through Col. 137, Lines 64), the computer 
readable medium including a software synthesis program stored thereon (Col. 
135, Line 15 through Col. 137, Lines 64), which when executed by the computer 
causes the computer 

Although Lehman discloses to specify a set of n tasks (Col. 1 , lines 33- 
38), task (1) through task (n), to be scheduled for execution, at least one of the 
tasks of the set of n tasks (Abstract, lines 8-14; Col. 3, lines 1-8; Col. 5, lines 5- 
12; Col. 135, lines 17-24) as a preemptive or a non-preemptive task (Col. 9, lines 
52-56; Col. 10, Lines 3-12; Col. 35, Lines 1-5; Col. 136, Lines 40-50); specify a 
scheduling algorithm (Col.3, lines 36-39; Col. 9, lines 56-61; Col. 32, lines 44-47; 
Col. 20, line 63 through Col. 21, line 20; Col.7, lines 29-32; Col. 16, lines 21-23; 
Col. 2, lines 36-39; Col. 9, lines 62-68; Col. 10, lines 1-2; Col. 32, lines 5-54) for 
scheduling the execution of the set of n tasks; and synthesize source code with 
to implement a task scheduler (Fig. 4, element 24; Fig. 24; Fig. 26; Col. 2, lines 
36-39; Col. 3, lines 36-39; Col. 9, lines 56-61 ; Abstract, lines 20-25; Col. 10, lines 
8-12) that uses the scheduling algorithm and for controlling execution of the set 
of n tasks. 
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But Lehman does not explicitly disclose specifying a set of n tasks, task (1) 
through task (n), to be scheduled for execution, at least one of the tasks of the set 
of n tasks being selectively configurable as a preemptive or a non-preemptive 
task; specify a scheduling algorithm for scheduling the execution of the set of n 
tasks; and synthesize source code with embedded commands to implement a 
task scheduler that uses the scheduling algorithm and the embedded commands 
for controlling execution of the set of n tasks. 

However, in an analogous art, Desmet discloses specifying a set of n 
tasks, task (1) through task (n), to be scheduled for execution, at least one of the 
tasks of the set of n tasks being selectively configurable as a preemptive or a 
non-preemptive task (Sec. 2.4 - How Is It Implemented, 1 st Para. - an internal 
object-oriented data structure is built at run-time, which stores the system 
configuration that is created using the API calls; this data structure can support 
analysis and synthesis (through code generation); specify a scheduling algorithm 
for scheduling the execution of the set of n tasks; and synthesize source code 
with embedded commands to implement a task scheduler that uses the 
scheduling algorithm (Sec. 2.5.2, 1 st Para. - SoCOS provides a system-call 
soc_set_event_handler that defines a reactive process; Fig. 1 - example of an 
asynchronous model (source code); Fig. 2 - example of a reactive mode (source 
code)) to implement a task scheduler that uses the scheduling algorithm and the 
embedded commands (Fig. 1 - Soc_sync_generator::run(); Fig. 2 - 
Soc_react::run(); Sec. 2.5.1 - Asynchronous Models, 2 nd Para.; Sec. 2.5.2 - 
Reactive Models, 2 nd Para.; 5 th Para.; Sec. 2.5.3 - Synchronous Models, 2 nd 
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Para.) and the embedded commands for controlling execution of the set of n 
tasks (Fig. 1 - Soc_sync_generator::run(); Fig. 2 - Soc_react::run(); Sec. 2.5.1 - 
Asynchronous Models, 2 nd Para.; Sec. 2.5.2 - Reactive Models, 2 nd Para.; 5 th 
Para.; Sec. 2.5.3 - Synchronous Models, 2 nd Para.). 

Therefore, it would have been obvious to one of ordinary skill in the art, at 
the time the invention was made to combine the teachings of Desmet into 
Lehman's system to further specify a set of n tasks, task (1) through task (n), to be 
scheduled for execution, at least one of the tasks of the set of n tasks being 
selectively configurable as a preemptive or a non-preemptive task; specify a 
scheduling algorithm for scheduling the execution of the set of n tasks; and 
synthesize source code with embedded commands to implement a task 
scheduler that uses the scheduling algorithm and the embedded commands for 
controlling execution of the set of n tasks in Lehman system. 

The motivation is that it would enhance the Lehman's system by taking, 
advancing and/or incorporating Desmet's system which is the fully committed 
software model containing all information to generate the RTOS-based 
application source code based on the system configurable attributes, and using 
RTOS system API call; the C++ SoCOS API library for system level design offers 
the designer with services analogous to an operating system in software design; 
real-time aspects can be gradually introduced without rewriting the code by 
adding implementation configurable attributes and using RTOS system API calls, 
and further elaborating the refinement steps lead from the system level model to 
embedded real-time software source code as once suggested by Desmet (Sec. 
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2.4 - how is it implemented, 1 st Para.; Sec. 5.3 - embedded software generation, 
1 st Para.; Sec. 5.4 - results, 2 nd Para.; Sec. 6 - conclusion). 

6. As to claim 22 (news), Lehman discloses an apparatus for developing a 
real-time operating system (Fig. 1; Col. 1, lines 46-48; Col. 4, lines 63-68; Col. 5, 
lines 1-2) comprising: b) means for specifying a scheduling algorithm for 
scheduling the execution of said the of n tasks (Col.3, lines 36-39; Col. 9, lines 
56-61; Col. 32, lines 44-47; Col. 20, line 63 through Col. 21, line 20; Col.7, lines 
29-32; Col. 16, lines 21-23; Col. 2, lines 36-39; Col. 9, lines 62-68; Col. 10, lines 
1-2; Col. 32, lines 5-54). 

Although Lehman discloses a) means for specifying a set of n tasks, task 
(1) through task (n), to be scheduled for execution, at least one of the tasks of the 
set of n tasks being a preemptive or a non-preemptive task; c) means for 
synthesizing source code with to implement a task scheduler that uses said 
scheduling algorithm and said for controlling execution of the set of n tasks. 

But Lehman does not explicitly disclose a) means for specifying a set of n 
tasks, task (1) through task (n), to be scheduled for execution, at least one of the 
tasks of the set of n tasks being selectively configurable as a preemptive or a 
non-preemptive task; c) means for synthesizing source code with embedded 
commands to implement a task scheduler that uses said scheduling algorithm 
and said embedded commands for controlling execution of the set of n tasks. 

However, in an analogous art, Desmet discloses a) means for specifying a 
set of n tasks, task (1) through task (n), to be scheduled for execution, at least 
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one of the tasks of the set of n tasks being selectively configurable as a 
preemptive or a non-preemptive task (Sec. 2.4 - How Is It Implemented, 1 st Para. 
- an internal object-oriented data structure is built at run-time, which stores the 
system configuration that is created using the API calls; this data structure can 
support analysis and synthesis (through code generation); c) means for 
synthesizing source code with embedded commands to implement a task 
scheduler that uses said scheduling algorithm (Sec. 2.5.2, 1 st Para. - SoCOS 
provides a system-call soc_set_event_handler that defines a reactive process; 
Fig. 1 - example of an asynchronous model (source code); Fig. 2 - example of a 
reactive mode (source code)) and said embedded commands for controlling 
execution of the set of n tasks (Fig. 1 - Soc_sync_generator::run(); Fig. 2 - 
Soc_react:;run(); Sec. 2.5.1 - Asynchronous Models, 2 nd Para.; Sec. 2.5.2 - 
Reactive Models, 2 nd Para.; 5 th Para.; Sec. 2.5.3 - Synchronous Models, 2 nd 
Para.). 

Therefore, it would have been obvious to one of ordinary skill in the art, at 
the time the invention was made to combine the teachings of Desmet into 
Lehman's system to further a) means for specifying a set of n tasks, task (1) 
through task (n), to be scheduled for execution, at least one of the tasks of the set 
of n tasks being selectively configurable as a preemptive or a non-preemptive 
task; c) means for synthesizing source code with embedded commands to 
implement a task scheduler that uses said scheduling algorithm and said 
embedded commands for controlling execution of the set of n tasks in Lehman 
system. 
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The motivation is that it would enhance the Lehman's system by taking, 
advancing and/or incorporating Desmet's system which is the fully committed 
software model containing all information to generate the RTOS-based 
application source code based on the system configurable attributes, and using 
RTOS system API call; the C++ SoCOS API library for system level design offers 
the designer with services analogous to an operating system in software design; 
real-time aspects can be gradually introduced without rewriting the code by 
adding implementation configurable attributes and using RTOS system API calls, 
and further elaborating the refinement steps lead from the system level model to 
embedded real-time software source code as once suggested by Desmet (Sec. 
2.4 - how is it implemented, 1 st Para.; Sec. 5.3 - embedded software generation, 
1 st Para.; Sec. 5.4 - results, 2 nd Para.; Sec. 6 - conclusion). 

7. As to claims 2 (Currently Amended), and 23 (New), Lehman discloses 
the method further including specifying t init-tasks that are executed only once 
upon initial execution of said task scheduler, t being less than or equal to n (Col. 
3, lines 36-39; Col. 9, lines 56-61 - when the execution of each code segment is 
initialized; Col. 32, lines 44-47). 

8. As to claims 3 (Currently Amended), and 24 (New), Lehman discloses 
the method and the apparatus further including specifying ff-loop tasks, each 
having an associated integer value //for / ranging from 1 to fand f being less than 
or equal to n (Col. 20, line 63 through Col. 21 , line 20 - for loops using an 
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incrementing or decrementing counter, i.e. Loop for / = 1 to X (executing) block of 
statements), said task scheduler addresses the task scheduler executing the 
loops including a continuously executing loop such that each f-loop task executes 
exactly once every //times that the loop is executed (Col. 21, lines 13-19). 

9. As to claims 5 (Currently Amended), 19 (New), and 26 (New), Lehman 
discloses the method and apparatus further including specifying c call-tasks, c 
being less than or equal to /?, the task scheduler scheduling a call-task when 
another task requests that the call-task be executed (Col. 7, lines 29-32; Col. 16, 
lines 21-23). 

10. As to claims 7 (Previously Presented) 21 (New), and 28 (New), Lehman 
discloses the method and the apparatus where tasks are given priority values 
such that whenever the task scheduler chooses between scheduling multiple 
tasks, all of which being ready to be executed, said task scheduler chooses from 
among those tasks that have the highest priority values (Col. 2, lines 36-39; Col. 
9, lines 62-68; Col. 10, lines 1-2; Col. 32, lines 5-54). 

11. As to claim 16 (New), Lehman discloses the apparatus being further 
configured to specify t init-tasks that are executed only once upon initial 
execution of said task scheduler, t being less than or equal to n (Col. 3, lines 36- 
39; Col. 9, lines 56-61 - when the execution of each code segment is initialized; 
Col. 32, lines 44-47). 
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12. As to claim 17 (New), Lehman discloses the apparatus being further 
configured to specify ff-loop tasks, each having an associated integer value l(i) 
for / ranging from 1 to f and f being less than or equal to n (Col. 20, line 63 
through Col. 21 , line 20 - for loops using an incrementing or decrementing 
counter, i.e. Loop for / = 1 to X (executing) block of statements), the task 
scheduler including a continuously executing loop such that each f-loop task 
executes exactly once every l(i) times that the loop is executed (Col. 21 , lines 13- 
19). 

13. Claims 4, 18, and 25 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Lehman, in view of Desmet and in further view of Xu et al. On 
Satisfying Timing Constraints in Hard-Real-Time Systems', 1991, ACM' 
(hereinafter 'Xu') 

14. As to claims 4 (Currently Amended), 18 (New Added), and 25 (New), 
Lehman discloses the method and apparatus including means for specifying 
"loops" mechanism (Col. 20, line 63 through Col. 21 line 20). 

But, Lehman and Desmet do not specifically disclose p-loop task. 
However, in an analogous art, Xu discloses means for specifying p-loop tasks, 
each having an associated integer value ti for / ranging from 1 to p and p being 
less than or equal to n, the number ti representing a number of regular time units 
(Sec. 2, 3rd paragraph, lines 1-4), said task scheduler including a timer that 
schedules each p-loop task i to be executed approximately once every ti time 
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units (Sec. 2, 3rd paragraph, lines 1-4; Sec. 2, 7 th paragraph, on page 133 - A 
periodic process p can be described by a quadruple(rp, cp, dp, prdp), where prdp 
is the period, cp is the worse case computation time required by process p, dp is 
the deadline, rp is the release time). 

Therefore, it would have been obvious to one of ordinary skill in the art at 
the time the invention was made to combine the teachings of Lehman and 
Desmet, and the teachings of Xu in order to provide a timing constraints 
mechanism in Lehman-Desmet system. 

The motivation is that (a) pre-run-time scheduling is essential if we want to 
guarantee that timing constraints will be satisfied in a complex hard-real-time 
system, (b) appropriate algorithms for solving mathematical scheduling problems 
that address those concerns can be used to automate pre-run-time scheduling, 
(c) if the task of computing schedules is completely automated, it would be very 
easy to modify the system and re-compute new schedules in case changes are 
required by applications as once suggested by Xu (Abstract, Lines 1-3; Sec. 6, 
3 rd Para., 6 th Para.). 

1 5. Claims 6, 20, and 27 are rejected under 35 U.S.C. 1 03(a) as being 
unpatentable over Lehman, Desmet in view of Xu and further in view of D. Lake 
(US 2004/0045003 A1) (hereinafter 'Lake'), 

16. As to claims 6 (Currently Amended), 20 (New), and 27 (New), Lehman 
discloses the method and the apparatus including means for further specifying r 
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preemptive- tasks (Col. 9, lines 52-56), r being less than or equal to n, said task 
scheduler including a timer mechanism that counts a specified period of time at 
which time if a preemptive-task is currently executing (Col. 35, lines 7-14) and 
continuing the execution of preemptive-task (Col. 9, line 64 through Col. 10, line 
2). 

But Lehman, Desmet, and Xu do not specifically disclose the task's state 
is stored and execution is given to the task scheduler to schedule another task 
until a later time when the task scheduler restores the state of said preemptive- 
task. However, in an analogous art, Lake discloses the task's state is stored and 
execution is given to said task scheduler to schedule another task until a later 
time when the task scheduler restores the state of said preemptive-task 

However, in an analogous art, Lake discloses the task's state is stored 
and execution is given to the task scheduler to schedule another task until a later 
time when the task scheduler restores the state of said preemptive-task. 
However, in an analogous art, Lake discloses the task's state is stored and 
execution is given to said task scheduler to schedule another task until a later 
time when the task scheduler restores the state of said preemptive-task (Fig. 1 ; 
[0031]; [0026], lines 1-9; [0036], lines 1-6). 

Therefore, it would have been obvious to one of ordinary skill in the art at 
the time the invention was made to combine the teachings of Lehman, Desmet, 
and Xu with the teachings of Lake in order to save/restore task control data 
during a preemptive-task interruption and task resumed in Lehman-Desmet-Xu 
system. 
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The motivation is to have its stack pointer set to a pre-calculated worst- 
case value guaranteed to leave sufficient space in the stack beneath the stack 
pointer for any preemptive tasks for task suspended/restored operations as once 
suggested by Lake (i.e., Abstract). 

Conclusion 

17. The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure. 

• C. L. Liu, Scheduling Algorithms for multiprogramming in a Hard-Real- 
Time Environment, January 1, 1973, ACM 

• Desmet et al., Operating System based Software Generation for System- 
on-Chip, 2000, ACM 

• Desmet et al., Timed Executable System Specification of an ADSL 
Modem using a C++ based Design Environment: A Case Study, 1999, 
ACM 

• Verkest et al., On the use of C++ for system-on-chip design, 1999, IEEE 

18. Any inquiry concerning this communication or earlier communications from 
the examiner should be directed to Ben C. Wang whose telephone number is 
571-270-1240. The examiner can normally be reached on Monday - Friday, 8:00 
a.m. - 5:00 p.m., EST. 
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